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Allplastik Cable Ties standard
not reusable - certified according to ISO 9001:2015

Technical Data sheet

Certificates:
UL (Underwriters Laboratories): E 86244
DNV-GL (Det Norske Veritas und Germanischer Lloyd): 
TAE00001DU
R.I.N.A. (Registro Italiano Navale): ELE466422CS
Bureau Veritas: 13190/EO BV
Products are tested according to EN IEC 62275 “Cable ties for 
Electrical Installation”. 
Not releasable and not reusable cable ties.

• Material: 
• 
• Humidity absorption: 
• Working temperature:
• Tightening temperature: 
• Thermal load capacity:
• Limited Oxygen Index (LOI): 
• Corrosion in case of smoke:
• Flammability rating: 
• Dielectric strength:
• Resistance against chemicals:

• Material:
• UV-resistance:

Polyamide 6.6
Type 2
2,7 % (23 °C – 50 % relative humidity)
from −40 °C to +85 °C
from −10 °C to +60 °C
+110 °C for short time, +256 °C melting temperature
27 %
5 %
UL 94-V2
50.000 volts/mm
Excellent resistance to aromatic solvents, oils, greases and
derivates. Good resistance to bases. 
Limited resistance to acids.
Not resistant to phenols and chlorinated solvents.
Halogen free.

Polyamide 6.6 black +2 % carbon black
Approx. 150 hours QUV-B radiation to ISO 4892 
(equivalent resistance to approx. 3 years outside) 

Raw material used to produce cable ties comply with EC Directives: 2000/53/EC (ELV), 2012/19/EC 
(WEEE), 1907/2006/EC (REACH) and amendments, 2002/95/EC (RoHS).

available in the following colors:

REACH
RoHS
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NR.

5203C A 98 mm | B 2,5 mm | C 4,7 mm 8 daN kg     1 – 21 mm    
5203  A 98 mm | B 2,5 mm | C 4,7 mm 8 daN kg 1 – 21 mm

5205C A 135 mm | B 2,5 mm | C 4,6 mm 8 daN kg 1 – 32 mm
5205 A 135 mm | B 2,5 mm | C 4,6 mm 8 daN kg 1 – 32 mm

5206C A 160 mm | B 2,6 mm | C 4,9 mm 8 daN kg 1 – 40 mm
5207C A 200 mm | B 2,6 mm | C 4,9 mm 8 daN kg 2 – 51 mm
5207 A 200 mm | B 2,6 mm | C 4,9 mm 8 daN kg 2 – 51 mm
5208 A 370 mm | B 3,5 mm | C 6,2 mm 18 daN kg 2 – 103 mm

5209C A 140 mm | B 3,5 mm | C 6,1 mm 18 daN kg 2,5 – 32 mm
5209 A 140 mm | B 3,6 mm | C 6,2 mm 18 daN kg 2,5 – 32 mm
5210C A 290 mm | B 3,5 mm | C 6,2 mm 18 daN kg 3 – 79 mm
5210 A 290 mm | B 3,5 mm | C 6,2 mm 18 daN kg 3 – 79 mm
5211C A 160 mm | B 4,5 mm | C 7,4 mm 22 daN kg 2,5 – 38 mm
5213C A 178 mm | B 4,8 mm | C 7,7 mm 22 daN kg 2 – 45 mm
5214C A 200 mm | B 3,5 mm | C 6,1 mm 18 daN kg 3 – 50 mm
5214 A 200 mm | B 3,5 mm | C 6,1 mm 18 daN kg 3 – 50 mm

5215C A 200 mm | B 4,5 mm | C 7,8 mm 22 daN kg 3 – 50 mm
5215 A 200 mm | B 4,5 mm | C 7,8 mm 22 daN kg 3 – 50 mm

5216C A 250 mm | B 4,8 mm | C 7,7 mm 22 daN kg 3 – 68 mm
5217 A 290 mm | B 4,5 mm | C 7,8 mm 22 daN kg 3,5 – 78 mm
5218 A 390 mm | B 4,5 mm | C 7,9 mm 22 daN kg 3,5 – 106 mm
5219 A 360 mm | B 4,5 mm | C 7,8 mm 22 daN kg 3,5 – 100 mm
5220 A 430 mm | B 4,5 mm | C 7,9 mm 22 daN kg 3,5 – 115 mm
5223 A 180 mm  | B 7,8 mm | C 12,8 mm 54 daN kg 3,5 – 42 mm
5225 A 240 mm | B 7,5 mm | C 12,6 mm 54 daN kg 3,5 – 61 mm
5226 A 300 mm | B 7,5 mm | C 12,6 mm 54 daN kg 4 – 80 mm
5227 A 365 mm | B 7,5 mm | C 12,8 mm 54 daN kg 8 – 100 mm
5229 A 450 mm | B 7,5 mm | C 12,8 mm 54 daN kg 35 – 130 mm
5231 A 540 mm | B 7,5 mm | C 12,8 mm 54 daN kg 35 – 158 mm
5233 A 750 mm | B 7,5 mm | C 12,8 mm 54 daN kg 35 – 220 mm
5234 A 780 mm | B 9 mm | C 14,5 mm 70 daN kg 34 – 233 mm
5235 A 225 mm | B 12,5 mm | C 19,5 mm 108 daN kg 7,5 – 57 mm
5237 A 500 mm | B 12,5 mm | C 19,5 mm 108 daN kg 30 – 143 mm
5239 A 720 mm | B 12,5 mm | C 19,5 mm 108 daN kg 30 – 213 mm
5241 A 850 mm | B 12,5 mm | C 19,5 mm 108 daN kg 40 – 255 mm
5243 A 1000 mm | B 12,5 mm | C 19,5 mm 108 daN kg 40 – 302 mm


